19990601.ba vO2_n566.bam.990601 v02_n567.bam.990601 


>From ???@??? Tue Jun 01 01:13:17 1999 

Message-Id: <199906010500.d4UCn0026225@sco.theporch. com> 
Date: Tue, 1 Jun 1999 00:00:08 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2566 


BOATANCHORS Digest 2566 
Topics covered in this issue include: 


1) RE: Confessions - Marconi 
by "David Newkirk" <dpnewkirk@home.com> 
2) RE: Be careful what you wish for 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
3) RE: DCR Cabinet screws... 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
4) battery corrosion 
by Dave Wood <w4ej@coastalnet.com> 
5) NCX-3 wiring suggestions update 
by "Wayne & Deb Harrah" <harrah@ia.net> 
6) WTB: HP-606B 
by "Gary Franklin" <franklin@net-link.net> 
7) Military Put-put 
by "Richard Brunner" <rbrunner@gis.net> 
8) RE: DCR Cabinet screws... 
by Scott Robinson <spr@earthlink.net> 
9) Re: Mr. Fred Hammond 
by Knepper <knepper@lenzlink.net> 
10) Re: DCR Cabinet screws... 
by Lenox Carruth <carruth@geo-thermal.com> 
11) Airborne BAs at Castle Air Museum 
by Ian Abbott <ian@gene.com> 
12) of bridges and Quality Control 
by john <johnmb@mindspring. com> 
13) OOPS! Mistake on Castle AFB posting 
by Ian Abbott <ian@gene.com> 
14) Re: DCR Cabinet screws... 
by "Arden Allen" <gumbear@pacbell.net> 
15) Tektronix 453 question 
by "Arden Allen" <gumbear@pacbell.net> 
16) Free to a good home, B&W Model 600 grid dipper 
by "Arden Allen" <gumbear@pacbell.net> 
17) WTB: R-388/513-3/519-4 
by Dick Dillman <ddillman@igc.apc.org> 
18) Re: DCR Cabinet screws... 


by Bob/WBOAUQ <brainbol@lawrence.ks.us> 
19) Memorial Day 
by "WF2U" <mbendror@villagenet.com> 
20) Working on the Elmac (Finally) 
by thompson@mindspring.com 
21) Apache TX-1 parts needed 
by Brian.Harris@sv.sc.philips.com (Brian Harris) 
22) Re: 2565 Screwed (s) 
by Jderm740@aol.com 


From: "David Newkirk" <dpnewkirk@home.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Confessions - Marconi 
Date: Mon, 31 May 1999 06:41:48 -0400 
Message-ID: <000001beab52$2££4e880$11670518@cc328679-a.vron1.nj.home.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Richard Brunner wrote: 


The docent explained that 

Marconi was not highly regarded in Italy because he was a friend of Benito 
Mussolini. (Il Duce) They had no patience for the "Father of 

Radio" stuff. 


VVV MV 


Sometime in the past several years Up Front in QST carried a photo of a 
grotesquely oversized, Leninlike bronze statute of the guy -- at his 
birthplace, perhaps -- and a story about how a ham club at operated a 
commemmorative station from the site. I'm still waiting for the obvious (and 
considering the self-hype surrounding him, much-needed) punchline: That 
someone sets up a station at his feet, shunt-feeds him on the ham band at 
which he's most nearly a quarter-wave tall, and in every QSO includes the 
phrase "antenna here is a Marconi." 


73, 


Dave Newkirk, W9VES 
dpnewkirk@home.com 


Date: Mon, 31 May 1999 10:13:36 -0400 

From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: RE: Be careful what you wish for 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199905311013_MC2-77A1-454F@compuserve. com> 


MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 
charset=IS0-8859-1 
Content-Disposition: inline 


Group, 


Several years ago (1991/2?) I was talking off and on to Bill Slep about 
what he was going to do with his TM holdings. Then one day no one answere= 
d 

the phone. I tried for over a year to find out what had happened and 
finally concluded that he was SK. A friend in the area tried for a while = 
to 

contact his family but was never able to get anywhere. So I can't say 
officially that he has left us, but that is my conclusion. = 


I bought my first Command Set component (a BC-696) from Bill when he was 
running Slep Electronics in Florida. I still have the catalog. Must have 
been in the Spring of 1962. 


73, 

Robert Downs 
WA5CAB 
Houston 


Date: Mon, 31 May 1999 10:13:39 -0400 
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve. com> 
Subject: RE: DCR Cabinet screws... 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199905311013_MC2-77A1-4552@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0O-8859-1 
Content-Disposition: inline 


Group, 
Newark, McMaster, and others have the standard Bud cabinet panel mounting= 


screws. These are typically #10-32 X 3/4 with slotted oval heads as 
previously mentioned. They are made for use with cup washers which are 
available from the same source. Other sizes are also available. The cup 
washers help avoid damage to the panel finish that would occur if standar= 
d 


screws were used, even with flat washers. 


73, 
Robert Downs 


Message-Id: <199905311416.KAA27783@falcon.coastalnet.com> 
Date: Mon, 31 May 1999 10:21:38 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dave Wood <w4ej@coastalnet.com> 

Subject: battery corrosion 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hey gang, I remember reading somewhere about a pretty common chemical, 
(located at hardware stores) that is great for removing the corrosion 
caused by leaking lead/zinc dry cells. Seems you brush it on and the 
corrosion turns into a white powder and brushes off. Anyone remember what 
this is? 73 Dave 

Dave Wood 

302 B. Katherine Ct. 

Wilson, NC 27893 


Heathkit Collector 
Specializing in the clock products 


Message-ID: <0Q22001beab73$a5d5e600$79ede6ce@default> 
From: "Wayne & Deb Harrah" <harrah@ia.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: NCX-3 wiring suggestions update 
Date: Mon, 31 May 1999 09:40:52 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


ALL, 
I have had the following suggestions, one of which I will use: 


[] Spark plug wire (non resistive) 

[] "Bumblebee" wire, a variant of spark plug with a neat yellow-striped 
outer sheath 

[] the center conductor and dielectric of RG-58 coax (the cheapest solution) 
[] PVC covered wire 

[] Some others stated that using standard 600V wire would work on the 
relatively "low" HV requirements of the NCX-3, etc, but I don't wish to take 


chances. 
[] HV probe wiring 


Today I hope to finish the construction and will hope to get a good workout 
for the rig this weekend while traveling to the Starved-Rock hamfest in 
Princeton, Il on Sunday, about a 3 hour drive for me. That should be 
interesting. 


More later. And, thanks for the suggestions! 


Buzz (Wayne) Harrah, keOms 

http: //www.ia.net/~harrah 
mailto:harrah@ia.net (home) 
mailto:Wayne.Harrah@mci.com (work) 


Message-ID: <0Q1d101beab76$47c5f£980$cd8c9cd0@franklin> 

From: "Gary Franklin" <franklin@net-link.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: WTB: HP-606B 

Date: Mon, 31 May 1999 10:59:43 -0400 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_01CE_01BEAB54.B0564940" 


This is a multi-part message in MIME format. 


Sos =_NextPart_000_01CE_01BEAB54.B0564940 

Content-Type: text/plain; 
charset="iso0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


Looking for a HP-606B in good working condition for my workbench! 
Gary K8BKB 


franklin@net-link.net 


Jeneee = NextPart_000_01CE_01BEAB54.B0564940 

Content-Type: text/html; 
charset="is0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


<!DOCTYPE HTML PUBLIC "-//W3C//DTD W3 HTML//EN"> 
<HTML> 
<HEAD> 


<META content=3Dtext/html; charset=3Diso-8859-1 = 
http-equiv=3DContent-Type> 

<META content=3D'"MSHTML 4.72.3110.7"' name=3DGENERATOR> 

</HEAD> 

<BODY bgColor=3D#f£fffLfL£> 

<DIV><FONT color=3D#000000 size=3D2>Looking for a HP-606B in good = 
working condition=20 

for my workbench!</FONT></DIV> 

<DIV><FONT color=3D#000000 size=3D2></FONT>&nbsp; </DIV> 

<DIV><FONT color=3D#000000 size=3D2>Gary&nbsp; K8BKB</FONT></DIV> 
<DIV><FONT color=3D#000000 size=3D2></FONT>&nbsp; </DIV> 

<DIV><FONT size=3D2>franklin@net-link.net</FONT></DIV> 

<DIV><FONT color=3D#000000 size=3D2></FONT>&nbsp; </DIV></BODY></HTML> 


noes = NextPart_000_01CE_01BEAB54.B0564940- - 


Message-ID: <0Q02301beab76$a3abf£9c0$771d29d8@blah> 
From: "Richard Brunner" <rbrunner@gis.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Military Put-put 
Date: Mon, 31 May 1999 11:01:01 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


"I think you mean NOT heat limited..." 


No, I do indeed mean heat limited, for continuous operation. Temperature 
rise is proportional to internal heat generated by core loss and copper 
(winding) losses. Thus, if the synchronous short-circuit current is about 
the same as rated full load current, heat input in the generator is the 
same, internal temperatures are the same, and it can be operated that way 
without thermal damage. 


DC machines are indeed different. Initial short circuit current can be 
substantially higher, but then it quickly decreases to a much lower value. 
Large dc machines are sometimes operated with series reactors to limit dc 
short-circuit current to a non-destructive level. Nevertheless, the biggest 
difference between ac and dc machines is power is taken off with a 
commutator in the dc machine. 


In commercial power systems, the breaker is usually on the high side of the 
step-up transformer, and is there mostly to protect the generator and 
transformer from the destructive effects of power fed back from the power 
system in event of a failure, which is much greater than from the generator! 


Richard Brunner, AA1P, rbrunner@gis.net 


Message-Id: <v03007806b378894a8823@[209.179.146.88]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Mon, 31 May 1999 10:46:12 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: RE: DCR Cabinet screws... 


>Group, 

> 

>Newark, McMaster, and others have the standard Bud cabinet panel mounting 
>screws. These are typically #10-32 X 3/4 with slotted oval heads as 
>previously mentioned. They are made for use with cup washers which are 
>available from the same source. Other sizes are also available. The cup 
>washers help avoid damage to the panel finish that would occur if standard 
>screws were used, even with flat washers. 

> 

>73, 

>Robert Downs 


AH, but the trick is to use nylon flat washers... 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Message-ID: <3752F1BB.F9292507@lenzlink.net> 
Date: Mon, 31 May 1999 16:31:56 -0400 

From: Knepper <knepper@lenzlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Mr. Fred Hammond 

Content-Type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 


It has been sometime since I saw a medical report on Mr. Hammond. I am sure 
that he would like to hear from the ham fraternity either in the form of a QSL 
card or get well card. If you go to the Hammond Transformer website you can see 
recent pictures of Fred along with many of the chaps who live in the vicinity. 


I am sure he will receive your messages if you send them to his Gulph factory 
address. Thank you. 
Dave, W3ST 


Nori Irwin wrote: 
To Dave, W3ST 


Fred is presently in room 130 of the Continuing Care Unit of St. Joseph's 
here in Guelph. Access to the entrance is from Edinburgh Road; anyone 
wishing to visit Fred is welcome. 


It has been almost a year since his stroke and Fred remains in very fragile 
health. Fred is paralyzed on the left side; both his arm and leg as well as 
some damage to his bladder and kidneys. The stroke occurred in the brain 
which resulted in some cognitive damage, however he always looks forward to 
seeing his old friends. 


It was hoped that during rehabilitation he would regain some use of his left 
side, but there has been very little progress. 


I've had him out in the car a few times, but we don't go too far since he 
tires quite easily. I will mention on my next visit that you were asking 
about him. 


Regards, 
Noreen Irwin, 


Hammond Manufacturing Company Limited 
Hammond Museum of Radio 


VV VV VV VV VV VV VV VV VV VV VV VV 


Message-ID: <3752FBD7.BO8A9858@geo0-thermal . com> 
Date: Mon, 31 May 1999 16:15:04 -0500 

From: Lenox Carruth <carruth@geo-thermal.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: DCR Cabinet screws... 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Nylon washers are made to prevent panel damage and are usually listed 


somewhere near the panel mounting screws in electronic supply house catalogs. 
I prefer the panel mounting screws that have the large heads backed up by a 
nylon washer. The large heads have a greater diameter than typical oval head 
screws and are usually cut for a #2 Phillips screwdriver. 


"ROBERT W. DOWNS" wrote: 


Newark, McMaster, and others have the standard Bud cabinet panel mounting 
screws. These are typically #10-32 X 3/4 with slotted oval heads as 
previously mentioned. They are made for use with cup washers which are 
available from the same source. Other sizes are also available. The cup 
washers help avoid damage to the panel finish that would occur if standard 
screws were used, even with flat washers. 


VVVVV Vv 


Lenox Carruth Dallas, TX carruth@geo-thermal.com 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TBX accessories, GY-11, WW-II era Sextant 


Message-ID: <375309F0.4AFB9743@gene.com> 

Date: Mon, 31 May 1999 15:15:12 -0700 

From: Ian Abbott <ian@gene.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Airborne BAs at Castle Air Museum 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello- 


Yesterday was the annual "Open Cockpit Day" at the Castle Air Museum, 
located adjacent to the former Castle AFB in Atwater, California. I wish 
I could have posted advance notice of this event to the list, but I only 
learned about it that morning from a better-informed friend. You can see 
the museum's web site at http://www.elite.net/castle-air/ 


I took some pictures, and if they turn out I'll post them on my web page 
and notify the list. Until then, though, here's some highlights of 
what's lurking inside those beautiful old airplanes: 


KC-97: The Castle museum's KC-97 is complete and pristine inside. Inside 
the cockpit nearly all of the original radar, navaids, and comm radios 
are in place. If you like airborne BAs you xmust*x go in the KC-97 next 
year. 


C-46: The HF comm radios are missing from the cockpit itself, but 
there's a very clean and complete ARC-3 VHF set by the navigator's 
table, just behind the cockpit. There's also an APN-9 LORAN set on the 
navigator's table. 


T-33: The museum volunteers had the left and right hatches open on the 
nose of the T-33, revealing most of the original hollow-state navigation 
radios. 


WB-50: According to the factsheet being handed out, Castle's WB-50 
soldiered on until 1972. Inside the nose compartment much of the radar 
gear (APS-23?) was still in place along with dual ARN-7 radio compass 
receivers and control heads. Back aft, there were two complete HF comm 
stations, each with ART-13 and BC-348 equipment. I knew that gear was in 
service well into the 60s, but I was impressed to see that it had made 
it into the early '70s on this aircraft. Does anybody have other 
accounts of ART-13s or BC-348s on active duty later in '72 or later? 


The Castle Air Museum is worth a long drive or a long side trip if 
you're just visiting California, and I highly recommend it. 


Cheers! 


Ian Abbott 


Message-Id: <3.0.3.32.19990531180537 . 00b08ce0@mindspring. com> 
Date: Mon, 31 May 1999 18:05:37 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: of bridges and Quality Control 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I'm working on a very very nice Galaxy 300 and PS recently obtained 
from another listmember (Hi Al!) and found some intermittant power supply 
issues. 


Folklore has it that the 300's PS shakes with 60 cy mechanical hum , 

and this one is no exception. Problem 1 was with the B+ filter cap 
stack...there's three of these in series and two naturally, are on insulated 
fiber washers. These washers flex a lot, especially when they're holding up 
an inverted pendulum err...can type cap on a shaking chassis. The solid 


interconnect wire work hardened and formed intermittant connection #1. 
Fixed with new stranded wire. 


Secondly, the filter on the LV B+ was filtered by a large electrolytic 
mounted 


hanging from it's leads ... at least until the 60cps shake table took it's 
toll 

and it's lead fractured forming open #1... fixed with solder and a dot of 
hot melt 


glue to dampen the vibration. 


Staring more at this to see if any more leads had fractured, I noticed 
something 

that was a recent thread here... namely open solder joints from the factory. 
The B+ is rectified by a FW bridge formed with diode stacks in each legs. 
Two of the lugs holding the diode/cap pairs had never been soldered 

at the factory! 


I've snapped some pics to document this, if you'd like a peek: 
http: //www.mindspring.com/~johnmb/pictures.htm 


Off to warm up the soldering iron again. 


) 


| John Brewer- WB50AU/4 
| AMI 424 Vintage Radio Website 
| http: //www.mindspring.com/~johnmb/ 


Message-ID: <37530BE0.53505142@gene.com> 

Date: Mon, 31 May 1999 15:23:28 -0700 

From: Ian Abbott <ian@gene.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: OOPS! Mistake on Castle AFB posting 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello- 


Argh! I think I made a serious mistake in my previous posting about the 


WB-50 and it's radios on display at the Castle Air Museum. 


The "fact" sheet I received about the WB-50 said it was in service until 
1972. I just looked at the musuem's own web page about this aircraft and 
it says it served until 1964, which is much closer to what I had thought 
was correct. 


So, before the whole world posts to say I got it wrong, I'll say 
xmyself* that I think I got it wrong. 


I'd still like to hear from anybody who knows when the last ART-13s and 
BC-348s might have been in service. 


IEA 


xxxxxRemember our lost soldiers, sailors, airmen, and Marines today and 
every day .**xx* 


Message-Id: <199905312333.QAA03150@mta2.snfc21.pbi.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: DCR Cabinet screws... 

Date: Mon, 31 May 1999 16:34:34 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


There is another type of 10-32 screw for mounting rack panels. It isa 
large diameter phillips that looks like it is an oval head seated ina 
metal cup washer. It is really a pan head configuration designed to mate 
with a plastic cup washer which protects the panel. It's more pracitcal 
than the oval head types. Hammond Manufacturing supplies these types for 
their cabinets and they are listed in Newark catalog #113. They should be 
still available. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-Id: <199905312342.QAA05664@mta2.snfc21.pbi.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Tektronix 453 question 

Date: Mon, 31 May 1999 16:43:27 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Fellow scopians; 


I'm presently restoring a Tek 453, Mod 703H, ‘scope. It is Ser. No. 31392, 
date of manufacture Feb., 1970. The manual I have is for #26250 but no 
mention of mods. Mod 703H consists of a small board piggy-backed onto the 
A Sweep board. I haven't tried to reverse engineer it, the scope is a 
pretty good handful. Does anyone have documentation on Mod 703H? Sure 
would like to know what it does. Thanks. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-Id: <199905312357 .QAA25738@mta3.snfc21.pbi.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Free to a good home, B&W Model 600 grid dipper 
Date: Mon, 31 May 1999 16:57:25 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Sans meter and coils but very clean, just a few barely visible scratches. 
Some squirrel left an acorn inside of it (hi!). Shipping should be about 
$5 max. so that's all it will cost you. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Mon, 31 May 1999 17:05:43 -0700 (PDT) 

Message-Id: <2.2.16.19990531165227 .47971802@pop.igc.org> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dick Dillman <ddillman@igc.apc.org> 

Subject: WTB: R-388/513-3/513-4 


I'm posting this for my radio buddy Tom Horsfall, WA60PE, who proudly 
refuses to dabble in email. 


It seems that between us we have a cabinet and a speaker that are 
appropriate for any of the above captioned receivers. So Tom would like to 
complete the set by acquiring a R-388, 513-3 or 513-4 receiver. If you have 
one for sale of know where one can be found please let me know by direct 
email and I will relay the information to Tom. 


Thanks, 


Dick 


Dick Dillman, W6AWO 
Chief Operator at K6KPH of the Maritime Radio Historical Society 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Message-ID: <37533AEA.20E7@lawrence.ks.us> 
Date: Mon, 31 May 1999 20:44:10 -0500 

From: Bob/WBOAUQ <brainbol@lawrence.ks.us> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: DCR Cabinet screws... 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


A nifty protective plastic washer is available for the cabinet screws 
which has an attached cap. One snaps the cap onto/into the washer after 
tightening the screw. Screw is hidden. Believe Mouser sells them, been a 
long time since I bought a supply. Come in #8, #10, #412. Mine are black, 
don't know if there are colors. 

73, 

Bob/WBOAUQ ex WNOAUQ 

mailto:brainbol@sunflower.com 


From: "WF2U" <mbendror@villagenet.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Memorial Day 
Date: Mon, 31 May 1999 22:33:18 -0400 
Message-ID: <000901beabd7$1bbad520$0291cOcO@meir-s_nt4> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: 7bit 
Content-Transfer-Encoding: 7bit 


Had a great Memorial Day - I was rearranging/organizing my BA collection. 
Listened the whole day to a local AM BC station transmitting WW2 USO radio 
shows, hits from the war years and period announcements like War Bonds 
"commercials" on one of my BC-342's (1943 contract) connected to the LS-3 
speaker. It was a real time warp - I admit to a serious case of goose 
bumps... That receiver/speaker combination might have reproduced some of 
the same programs 54-55 years ago, bringing some radiomen and their buddies 
somewhere in Europe or the Pacific a bit of home....in between "doing real 


business" on the air. 
Just thought I'd share.... 


73 to all, 


Meir WF2U 


From: thompson@mindspring.com 

Message-ID: <0Q00001beabe2$fba7f680$a6f645cf@default> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Working on the Elmac (Finally) 

Date: Mon, 31 May 1999 23:52:48 -0400 


I recently took possession of a clean AF-67 and PS2-A pair. I have been 
able to check out the PS2-A. The PS2-A puts out the voltage as specified 
and instead of 450V it puts out 480V without load. I then took off the 
cover of the AF-67 and with filaments supplied everything lit up. I left it 
on for 10 minutes and then turned it off. Today I turned it all back on. 
The PS and AF-67 must be switched on for power to reach the AF-67 and about 
8 minutes on time (looking for my J-38 key to test RF) the PS fuse blew. 

The fuse is supposed to be a 5A 3AG 250V fuse. The fuse was a 3A 3AG. I 
looked in my fuse boxes and have a 8A and 10A and some lower values but no 
5A. Hard to tell if its a slow blow of fast blow fuse because its 
completely blown. The fuse is in one side of the AC line so I'll try to get 
a box of fuses and then see what gives. I hope its just too small. 


I will try to get to the Rf test (the guy was using the AF-67 when I picked 
it up). The transformer looks Ok with no shorts indicated and the cable is 
the Elmac supplied cable but I will check for a solid connection between the 
PS and AF-67 too. 


The PS falls short of the 500V that Elmac called for on the final (6146) so 
probably 40 to 50 W is all the rig will do. The modulator is a better set 
up than the A-54H I have that I put on 40 meters. W4U0C suggests that I 
check the bias battery 22.5Vdc) as this needs to be fresh for 100% 
modulation. 


More later. 


Dave K4JRB 


Mime-Version: 1.0 

Date: Mon, 31 May 1999 23:02:19 -0700 

Message-ID: <Q03525EE.1914@svlima.sv.sc.philips.com> 
From: Brian.Harris@sv.sc.philips.com (Brian Harris) 
Subject: Apache TX-1 parts needed 


To: Old Tube Radios <boatanchors@theporch.com> 
Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 
Content-Description: cc:Mail note part 


I need a frequency drum and modulation transformer for a Heatkit Apache TX-1. 
Have cash or stuff to trade. Tnx, Brian 


From: Jderm740@aol.com 

Message-ID: <dd1034d3.2484b6a2@aol.com> 

Date: Tue, 1 Jun 1999 00:08:02 EDT 

Subject: Re: 2565 Screwed (s) 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


For those wanting to do the twist. 


Any GOOD hardware store should h'ave all the bits and pieces you are looking 
for. 

I'm talking Hardware Store, not your 2"X4"X8' emporium, with greenhouse on 
the side. Hardware stores have racks of nuts, bolts, washers etc. in little 
slide out dispencers. The front has a picture on the contents and when you 
open the lid you find compartments filled with different sizes of what was on 
the front of the box. The lid has a matching display that tells you the 
type,size and price. Usually 2cents, 5cents, 10cents and so on. The come in 
steel, stainless, brass and other metals. All different thread types. 
Tinnerman nuts and other exotic goo-gaws. 

Another source is automotive supply houses. They sell a ton of fasteners. A 
major product line is Dorman. Their catalog is 8.5X11 and almost an inch 
thick. And most of their products are SAE rated. Next time you need hardware 
try these sources. The items are inexpensive and the best quality. 


Jack 


End o£ BOATANCHORS Digest 2566 
KAKKKKKKKKKKKKKKKEKAKKIEIEKEKEKEKRK KK 


>From ???@??? Wed Jun 02 05:54:06 1999 

Message-Id: <199906011957 .d4UCn0004263@sco.theporch. com> 
Date: Tue, 1 Jun 1999 14:57:08 CDT 

From: Old Tube Radios <boatanchors@theporch. com> 

To: Old Tube Radios <boatanchors@theporch.com> 


Subject: BOATANCHORS digest 2567 


BOATANCHORS Digest 2567 


Topics covered in this issue include: 


1) 
2) 
3) 
4) 
5) 
6) 
7) 
8) 
9) 
10) 
11) 
12) 
13) 
14) 
15) 
16) 
17) 
18) 
10) 
20) 


21) 


RADIOS FS iowa sate conv. 

by John M Iverson <jackiv@juno.com> 
Adjustable Volts 

by Dick Dillman <ddillman@igc.apc.org> 
ARC-3 or ARC-49 Tx Junker 

by David Prince <davprin@gil.com.au> 

Lester Converter a Legacy 

by mnhopkins@juno.com 

Hardware 

by "Ben Hall"<kd5byb@wt.net> 

HRO 60 Alignment 

by Clark Thompson <cmthomp1@facstaff.wisc.edu> 
BA Misc FS 

by don merz <71333.144@compuserve.com> 

RE: DCR Cabinet screws... 

by "Roberta J. Barmore" <rbarmore@indy.net> 
testing transformers (and a story) 

by "Roberta J. Barmore" <rbarmore@indy.net> 
ADMINISTRIVIA: Buying and Selling Guidelines 
by listown@jackatak.theporch.com (Mail List Owner) 
Re: Hardware 

by "Arden Allen" <gumbear@pacbell.net> 

Re: Hardware 

by "Benjamin D. Hall" <kd5byb@WT.NET> 
Collins FM Tuner? 

by "Jay H. Miller" <jmiller@teleteam.net> 
CQ DX 

by William Donzelli <aw288@osfn.org> 
HQ-145A manual? 

by gcr2@po.CWRU.Edu (George C. Rybicki) 

New BA shipping policy at UPS ? 

by "Mike Warren" <w5maz@earthlink.net> 
Collins 70H9 PTO: info? used in? 

by Roy Morgan <roy.morgan@nist.gov> 

Re: New BA shipping policy at UPS ? 

by Dave Jordan <wa3gin@erols.com> 

The Big Green Putt-Putt, Part 2 

by "Thomas A. Adams" <103360.2133@compuserve.com> 
testing transformers (and a story) 

by Andre Guibert <aguibert@sympatico.ca> 
RE: HRO 60 Alignment 

by "Ed Tanton" <n4xy@att.net> 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: rodhaag@hotmail.com, FHOX@juno.com, himan@radiks.net, 
WardSRehkopf£@eaton.com 

Date: Tue, 1 Jun 1999 01:25:26 -0500 

Subject: RADIOS FS iowa sate conv. 

Message-ID: <19990601.013621.15950.3.jackiv@juno.com> 

From: John M Iverson <jackiv@juno.com> 


I will be bringing a drake TR4CW and an R4B, a H-C S40B, a H-C FPM-300 
and other goodies to the IOWA state convention, June 4-5 hope to see 
smeone there.. 

73 old jack 
Jack Iverson KOEWU jackiv@juno.com 
ARRL, IEEE LM, RCA, AMI, ARCI, QCWA,CCA 


Get secure free e-mail that you don't need Web access to use 
from Juno, the world's second largest online service. 
Download your free software at http://www. juno.com/getit.b.html. 


Date: Tue, 1 Jun 1999 00:04:11 -0700 (PDT) 

Message-Id: <2.2.16.19990531235054. 3b2f36a4@pop.igc.org> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dick Dillman <ddillman@igc.apc.org> 

Subject: Adjustable Volts 

Cc: AMillerTKX@aol.com, tim@teletechnics.com, gmurphy@igc.apc.org 


I picked up a Variac - actually an 15A output Adjust-a-Volt - at the 
non-radio flea market on Sunday. I mention it because it certainly adds a 
few pounds to the BA dunnage around here. It's a beauty... well, it is if 
you like that kind of thing. Big ol' black knob on top with a big chrome 
pointer over a black aluminum disk with the 0 - 100% scale and a Triplett 
output meter. Plugged it in immediately of course and bzzzrrt! the whole 
block went dark. “What's that fiend up to now!?", the neighbors asked each 
other. Okay, so it was really just my breakers that blew but it was 
impressive nevertheless. I guess I shoulda used a Variac to bring up the 
Adjust-a-Volt! Anyway I took it completely to pieces tonight, shook out a 
few pieces of metal (!) that had found their way inside over the years, 
cleaned the "commutator" and reassembled everything. Now she purrs like a 
60 cycle kitten and I can crank ‘er from 0 to 140V on the meter. So it 
looks like I made a good $15 investment after all. Now I clearly need a new 
radio acquisition to try it on! 


73, 


Dick 


Dick Dillman, W6AWO 
Chief Operator at K6KPH of the Maritime Radio Historical Society 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Message-ID: <3753CDD6.1B6170F7@gil.com.au> 
Date: Tue, 01 Jun 1999 22:11:02 +1000 

From: David Prince <davprin@gil.com.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: ARC-3 or ARC-49 Tx Junker 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


G'day Folks, 


A friend of mine in Tasmania is looking for anyone who has one of the 

above transmitters suitable for parts. He is looking for the cascaded 

variable capacitors that were used in this Tx. If you can help, let me 
know and I'll get him to contact you. 


Cheers 

Dave Prince VK4KDP 

Ipswich, Queensland, Australia 
davprin@gil.com.au 

http: //www.home.gil.com.au/~davprin 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 1 Jun 1999 07:44:29 -0500 

Subject: Lester Converter a Legacy 

Message-ID: <19990601.074858. -3186177.3.MNHopkins@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: mnhopkins@juno.com 


An earlier post on a "Lester Converter' led me to the many 
accomplishments of W2AMJ, and now I find his influence at every corner. 


The Lester Converter, which was offered by Lafayette in the early '50s 
when he was there, was not really a converter. Devices that bring an 
entire band down to a single frequency are better called tuners, but 
before 1953, when Tecraft started the mass production of crystal 
controlled wide band converters, the distinction was unimportant. And it 
turns out the Lester Converter was a lot older than the early '50s. 


I found its daddy in the April, 1939 QST. The plug-in coils are 
Similar to the '50s offering, but the QST number is for 5 and 10 M. 
Newtimers will need to know we had 5 Meters (56-60 mc) before the war and 
for a short time after before it was stolen and we got the great booby 
prize: Six. 


Prior to about '39 there was little reason to build a converter or a 
tuner for 5M as most of the signals were superwide modulated oscillators 
which defied regular RXs but thrived on the Super-regenerative listening 
tool. But in '38 the ARRL faked a survey and got the government to 
outlaw simple rigs. QRPers did the same thing, without the government, 
in 1980 when they co-opted the old reformist QRP ARCI to a 5W output 
power pack of Zealots. 


Looking at a '39 QST is disorientating. The red cover classic has ads 
for the new Hallicrfters SX-23, which did not sell well, and a Collins 
18M, which you don't see much anymore either. In fact, how long has it 
been since you saw a tube called a 1231, 1852 or 1853? Those were Frank 
Lester's choices for the ‘converter’ back before he went over to 
Hammarlund. I found a letter from him in a manual for a '57 HQ-100. 


If you decide to review the QSTs of 1939, by the way, be sure to check 
out the cover of the September editon. The red covers are gone by then 
and a very pretty YL is calling on 10M. Try to forget she is 80 or so 
now. 


de ab5L, michael in dallas, MNHopkins@JUNO.com 
Student of Tecraft, ICM and Six Meters' Golden age: 1957-58 
Box 226841, Dallas, TX 75222 


From: "Ben Hall"<kd5byb@wt.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Tue, 1 Jun 1999 07:33:18 +500 

Subject: Hardware 

Message-id: <3753d30e.2£05.0@wt.net> 


And if your local hardware store (not Home-Cheapo, Builders Squared, or Load's) 
doesn't have what you need, try McMaster-Carr at http://www.mcmastercarr.com. 


They've got it all, are friendly, and ship quickly. Plus, I find their prices 
to be about half of what Home Cheapo wants. They've got the cup washers mentioned 
lately for rack hardware, too... 


73, 

Ben "just ordered from them last night" Hall 
Benjamin D. Hall, KD5BYB 

e-mail: KD5BYB@WT.NET 


Message-ID: <3753EFB5.4368B960@facstaff.wisc.edu> 
Date: Tue, 01 Jun 1999 09:35:33 -0500 

From: Clark Thompson <cmthomp1@facstaff.wisc.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HRO 60 Alignment 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Greetings, 


Well, I'm about to pull my hair out trying to align the coil sets in my 
HRO 60. My problem is trying to get the darn things to track at the low 
end of the dial. This is mainly because of the use of small loops of 
wire that you're supposed to bend back and forth to adjust the 
inductance. This alone is a pain, and add to it that they are almost 
impossible to get to while the coil sets are in the receiver! I ended 
up resorting to taking the coil sets in and out countless times, each 
time making a small adjustment. There has got to be a better way! So 
far, I've successfully aligned only the E and F coils. The rest, if I 
get the ocillator to track, I can't get the RF and mixer stages to 
track and vice versa. Anybody got some suggestions? 


Thanks & 73, 


Clark, KD9QI 


Date: Tue, 1 Jun 1999 11:28:55 -0400 

From: don merz <71333.144@compuserve.com> 

Subject: BA Misc FS 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199906011133_MC2-77AA-EF35@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: 7bit 

Content-Type: text/plain; 


charset=us-ascii 
Content-Disposition: inline 


For Sale 


Millen 90903 rackmount oscilloscope. 3" version. Nice looking, gets trace 

but is unrestored. $100 

National R115 speaker. I think the R115 radio was a variant of the NC-100A. 
This speaker is small, has the 3 vertial bars and the NC red diamond logo. 
It also has a military ta designaing it the R115 speaker. Lots of paint 
dings and blemishes but still looks good. Grille cloth and driver are 
original. Working. No mods. $50 

"War Secrets of the Ether." 1950's NSA publication that is apparently a 


translation of a naractive by a WWII German General named Flicke. This 
covers the use of radio intercepts by the German army during WWI and WWII. 
It has very little technical info in it but makes an interesting history. 
Rare original. $60 


Contact Don Merz, N3RHT: 71333.144@compuserve.com 


Date: Mon, 31 May 1999 17:59:48 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: DCR Cabinet screws... 

Message-ID: <Pine.SUN.4.10.9905311754270 .10462-100000@indy2> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Actualy, the dressiest OT method uses oval-head 10-32s, with metal cup 
washers under ‘em, and nylon cup washers under xthose.* Metal cup washers 
are hollow, nylon ones are solid and just a little smaller; so they fit 
inside and protect the panel. 


Modern practice is to use pan-head or truss-head (or even round-head! ) 
bolts with nylon flatwashers underneath. (I use button-head screws, which 
take a hex drive--works better with an electric screwdriver, looks nifty, 
and makes it difficult for "visiting firemen" to rearrange the gear unless 
they know where the drivers are hidden!) 


73, 
- -Bobbi 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 x G-QRP #10001 * ARRL * RSGB x WIA 


Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Date: Tue, 1 Jun 1999 06:15:45 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: testing transformers (and a story) 

Message-ID: <Pine.SUN.4.10.9906010541070 .3664-100000@indy1> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi, Gang! 


It's embarrassing to admit, but when our TV sets at home go seriously 
on the fritz, I call Raub's A-1 Lab, the local TV repair joint. It's 
havin' that big ol' CRT exposed, *not* having the specialized TV-set 
service toys--and one other reason. 

"One other reason" is Mr. Raub himself, who lives right around the 
corner. He grew up on an Indian reservation, won a scholarship to high 
school in xGermanyx (from a German drug company who was having the 
reservation kids collect wild herbs), and eventually found himself pushin' 
a key on freighters in the late '30s as US drug companies were frantically 
buying synthetic painkillers from German outfits (a complicated 
transaction to say the least), trying to stockpile enough xand* reverse 
engineer ‘em as things ramped up to war. When the war did come, he 
pounded brass for Uncle Sam in the Pacific (and later came home and worked 
on radar jammers!), but he doesn't like to talk about that so much--seems 
it was pretty ugly. (The radar jammers are a yarn he's happy to spin, 
though his real pride and joy didn't get running ‘til '45). 

Mr. Raub came by as I was fixing up the galleys of "5 Meter 
Radiotelephony" and remarked that he'd built a loop-modulated 5-meter rig 
around a type '19 way way back; we dug through the stack and found a 
similar rig (but plate-modulated--he sorted out the ckt. in about thirty 
seconds and thought it pretty slick!). I have a copy of the finished book 
set aside to run over to him, as he gets a kick out of seeing the old 
books reprinted. 


We chanced upon the topic of transformers during his most recent visit. 
Seems he'd fixed an electrostatic speaker for a local church, a bad driver 
transformer that he replaced with rewound & modified microwave oven iron. 
In telling the tale, he asked, "Of course, you know how to check a 
transformer for shorted windings with a Simpson 260?" 

Of course I didn't! 

"Ahh," says he, "Its easy! Hang the meter across one set of windings; 
unhook all the others. Put it on "Ohms" and flip the switch from + to -. 
You should see a good, big ‘kick' each time you flip it; if you don't, 
you've got a bad winding. It'll often find even one shorted turn--they 


really damp the field!" 

...SO *nowx I know why that switch is still in-ckt when a Simpson's set 
to "Ohms;" and I've one more reason to hang onto the ol' 260 at work 
despite all the digital meters scuffling for shelf-space next to it. 
Sometimes 4.5 digits are nice...but you can't do xthisx trick with ‘em! 

I enjoy Mr. Raub's visits immensely. Thought about buying a degaussing 
coil the other day, but you know, I believe I'll keep on calling the A-1 
Lab when the picture goes to the wrong colors; it's worth it just to have 
an excuse to ring up Mr. Raub! (Can't remember his call--no longer an 
active ham but I think his ticket's still valid). 


73, 
- -Bobbi 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 * G-QRP #10001 * ARRL * RSGB x WIA 
Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Message-Id: <199906011615.LAA08333@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Buying and Selling Guidelines 
Date: Tue, 1 Jun 99 11:15:01 CDT 


Gang- 


This periodic posting is intended as a gentle nudge and suggestion 
which should improve the quality of posts to the BoatAnchors list, and 
maintain our excellent (and high) signal to noise ratio... 


The list culture has developed to include "for sale" and "wanted" 
posts. Originally, all buying and selling traffic was focused on 
finding parts to complete a restoration. As the list has evolved, 
there has been an increase in buying and selling activity, which 
may not be all bad. 


There is, however, a real need to observe certain conventions, lest 
this otherwise benign activity turn into a real disturbance to the 
real purpose of the list: discussions of radio equipment using 
vaccuum tubes, including the life and times of the designers and 
users of such gear. 


Please observe these guidelines: 


There is never a reason for an auction post or update on the 
Boatanchors List... comments about gear at auction elsewhere are noise, 


and those who would care already visit the auction sites, 
and those who do not frequent the auctions do not want to hear 
about it... simple policy 


1) LIMIT the frequency of for sale postings... once a month is a 
good starting point 


2) DO NOT post endless "xxx is sold" to the entire list... you offered 
it for sale, and it is not considerate of list resources (which 
include the time and energy of the other list members) to burden 
the list with these senseless notices. Use direct email to those 
who responded, or, if you don't want to answer them personally, 
just don't use the list to advertise them for sale! 


3) AVOID even the mere faint appearance that you are posting items 
for sale as a regular adjunct to your business dealings. This has 
become more of a problem lately with some long lists showing up 
regularly on the main list, or with dealers who appear to be using 
the list for their personal advertising advantage. Failure to 
observe these basics xwillx result in banishment from the list -- 
just don't do it! When even a shadow of doubt creeps in, read the 
"Welcome" message again... it spells it out! 


4) DO be considerate of those on the list in your for sale or wanted 
postings. Keep them short, infrequent, and ONLY include items 
specifically appropriate to the list -- NO solid state gear is 
obvious, but try to avoid pushing the envelope in any area. 


5) LONG lists and estate offerings should be sent to me at: 
listown@jackatak.theporch.com 
so they may be uploaded to the archives for email, web, or ftp retrieval. 


6) We now have a web page up. Go to: 

http://www. theporch.com 
and follow the "ListProc Web Interface" Link to get registered 
and use the web interface, which allows searching of previous 
articles and the archived text files. 


Thanks for your understanding and help in making the boatanchors list 
have the highest signal to noise on the InterNet. 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Tl n'y a que les idiots qui ne changent jamais d'idee" 
Tue Jun 1 11:15:00 CDT 1999 


Message-Id: <199906011650. JAA04309@mta3.snfc21.pbi.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Hardware 

Date: Tue, 1 Jun 1999 09:51:45 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hi Ben; 


> And if your local hardware store (not Home-Cheapo, Builders Squared, or 
Load's) 

> doesn't have what you need, try McMaster-Carr at 

http: //www.mcmastercarr.com. 


That got me to a site under construction named "Supply Depot". 
Try <http://www.mcmaster.com/>. That has a great catalogue. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-Id: <3.0.32.19990601114531.007c8560@mail.wt.net> 
Date: Tue, 01 Jun 1999 12:02:45 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@WT.NET> 

Subject: Re: Hardware 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 07:33 AM 6/1/99 +500, Ben Hall wrote: 

>And if your local hardware store (not Home-Cheapo, Builders Squared, or 
Load's) 

>doesn't have what you need, try McMaster-Carr at http://www.mcmastercarr.com. 


Ooops! That should be http://www.mcmaster.com 
Sorry ‘bout that... 


73, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator. 
Located in Houston, Texas, USA. 

e-mail: kd5byb@WT.net, web: x*xxdown for refurbishment*xxx 

"An ye harm none, do what ye will." 


Message-Id: <103130301b379c6ef596f@[199.34.24.20]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Tue, 1 Jun 1999 12:25:14 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 
From: "Jay H. Miller" <jmiller@teleteam.net> 
Subject: Collins FM Tuner? 


Well, it's not the familiar Collins, but the Collins Audio Products Co. of 
Westfield, NJ as their model FM-11. 


Salvaged it from a station we're rebuilding in Amarillo. It was the air 
monitor for the FM and has a March 1948 built stamp on it. It has been 
rack mounted and has the neat tuning eye. 


Blew it out and sprayed a little DeOx-it in the tube sockets, put on a new 
power cord and plugged it in. Everything lights up but no noise and no RF 
signal. 


Anybody have a Ryder/Sam for this puppy? 


aKkKKKRKKKK ER THAHHAHAAARAAAAAAHAAAE awk 
Jay H. Miller, KK5IM Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
Coming this Summer: A Pictorial History of Collins Amateur Radios 
ARRL * AMId#846 * DXCC 
E-Mail: jmiller@teleteam.net Home Page: http://www.teleteam.com/~jmiller/ 
xkxkx**x Proud to be 100% Macintosh since 1984! xxxx*xx* 


Date: Tue, 1 Jun 1999 13:31:24 -0400 (EDT) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: CQ DX 

Message-ID: <Pine.SUN.3.91-FP.990601132857 .11373A-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


I have a copy of CQ's "DX - Useful Information for the DX Man", First 
Edition. It is missing the back cover and is in less than mint shape. 


Free for postage, Rules of Ware. 


William Donzelli 
aw288@osfn.org 


Message-Id: <199906011747 .NAA11146@owl.INS.CWRU.Edu> 
Date: Tue, 1 Jun 1999 13:47:45 -0400 (EDT) 

From: gcr2@po.CWRU.Edu (George C. Rybicki) 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HQ-145A manual? 


Looking for a photcopy of the HQ-145A manual. Be happy to help with 
a copy of anything I have or pay costs. Thanks & 73 KE8YX 


Message-ID: <014c01beac57$6964d2a0$0cOd010a@mike-warren.fs.com> 
From: "Mike Warren" <w5maz@earthlink.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: New BA shipping policy at UPS ? 
Date: Tue, 1 Jun 1999 12:51:42 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Gang, 


Went to UPS Friday to ship a HQ-160 and was told that they have a new 
policy: 


"Boxes with large, heavy and/or valuable items should be brought in 
unsealed. They will inspect the packing and if adequate, they will provide 
the sealing tape to close the box." 


They are also encouraging double-boxing with rigid foam packing material. 
FYI . 


Mike Warren 


Message-Id: <4.1.19990601135736 .009929e0@sdct-sunsrv1.ncsl.nist.gov> 
Date: Tue, 01 Jun 1999 13:58:31 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: Collins 70H9 PTO: info? used in? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Anchorites, 


Does anyone have info on the Collins 70H9 PTO? 
Frequency range, power required, equipment used in? 


Thanks in advance, 
Roy 


Keep em Glowing! 
Roy, KILKY since 1959 


-- Roy Morgan 

7130 Panorama Drive 

Derwood MD 20855 

work: 301-975-3254 Fax: 301-948-6213 roy.morgan@nist.gov -- 


Message-ID: <3754288C.2BBFD110@erols.com> 
Date: Tue, 01 Jun 1999 14:38:04 -0400 

From: Dave Jordan <wa3gin@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: New BA shipping policy at UPS ? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Mike, 
That's an old policy here in VA. Being doing double boxing for years.... 


HAVE FUN, 
dave 
WA3GIN 


Mike Warren wrote: 


> Hi Gang, 
> 
> Went to UPS Friday to ship a HQ-160... 


Date: Tue, 1 Jun 1999 15:22:00 -0400 

From: "Thomas A. Adams" <103360.2133@compuserve.com> 
Subject: The Big Green Putt-Putt, Part 2 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199906011523_MC2-77B5-7C3B@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: 7bit 


Content-Type: text/plain; 
charset=us-ascii 
Content-Disposition: inline 


Greetings, Troops! 


Here's the latest chapter in the military Onan generator I wrote about 
earlier. 


First tho, I wanna pass along my appreciation to those who responded to my 
first message. They were a GREAT help with this thing. 


Hopefully, my adventure will provide some help to anyone else who needs 
similar data. 


Anyway... today it was time to start hitting the telephone for some sort 
of manual... a long shot at best, seeing as how this is a military 
contract genset. I'd hoped they could at least provide me with the TM 
number so I could hit the Government Printing Office. 


We hit the Cummins Diesel / Onan service center in Milwaukee this morning, 
and played the telephone transfer / put me on hold game for about a half 
hour until we finally found the right person. It seems that the Milwaukee 
center is much more concerned with selling new equipment (mainly Diesels) 
than maintaining older stuff, and the parts / service folks are at a 
different facility... understandable, I guess. 


I was finally steered to a very knowledgable gentleman named Bruce Smeester 
at (920) 338-5927. 


As expected, the fact that this is a military set was a problem... if 
you've got the need for alternator parts, forget it. On the other hand the 
A4CCK gasoline engine is a different story; in fact, the way he spoke of it 
the beast sounds like it's legendary for longevity and reliability. 


My guess as to horsepower was 10 or 12; Bruce says it's closer to 18 - 20 
BHP, and he's seen powerplants of up to 12 KW powered by it! Even before I 
asked, he volunteered that my genset is probably quite underrated. 


The engine is an old classic. To determine the manufacturing date on one 
(but apparently NOT on military issue engines), the following code is 
appended to the serial number; 


A 1940's manufacture 
B = 1950's manufacture 
C 1960's manufacture 


After the '60s, the number starts with two digits, followed by the year of 


manufacture. 
Production ceased in aprox. 1974. 


Electrically, the alternator wiring itself isn't very complex; in this 
case, there are four wires coming out of it, into the outlet box, anda 
lamp is connected from one phase to ground. 


The biggest need is for the 4CCK engine manual. THAT Bruce can supply for 
the paltry sum of twelve bucks. A bargain at twice the price. <<smile>> 


Fair Radio Sales has gotten into the act on my genset. In my opinion, there 
is a definite need for more monitoring capability. The UPS man will be 
bringing me four 15 AMP AC ammeters (one for watching each phase, and one 
watching load balance in the neutral lead), and a vibrating reed type 
frequency meter for setting governor speed. The local auto parts store 
provided a panel mount oil pressure gauge (to supplement the inconveniently 
placed original unit) and a brass tee fitting to hook the two gauges in 
parallel, so to speak. The junkbox provided a sealed 300 VAC meter and a 6 
position rotary switch (each phase to ground for 120 VAC, and across each 
phase for 208 VAC). 


An outfit down the road that does welding on local farmer's equipment is 
fabricating a pair of axles I designed, to be U-bolted to the bottom of the 
genset frame. They're made of 1" square steel tubing, with 5/8" spindles 
for the wheels. That ought to make things reasonably removable without 
risking rapid rupture. 


To keep ‘em from rusting out, and for touching up the genset itself, a trip 
to the local sporting goods store yielded up a couple of spray cans of OD 
paint; it seems that the local turkey hunting contingent uses a number of 
different camoflage paint colors on thier equipment, shooting blinds, etc. 
It's a good source for paint to be used in boatanchor restoration, but for 
the most part it's flat finish paint... good for restoring newer BA stuff. 
The gloss and semigloss stuff CAN be found in the sporting goods stores, 
but not as readily. 


Hope somebody got some useful info or good ideas out of this missive. 


Tom, W9ILBB 


Date: Tue, 1 Jun 1999 15:27:18 -0400 (EDT) 

Message-Id: <1.5.4.16.19990601152536 .193£2046@pop1.sympatico.ca> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


To: Old Tube Radios <boatanchors@theporch.com> 
From: Andre Guibert <aguibert@sympatico.ca> 
Subject: testing transformers (and a story) 


Bonjour Bobbi and All 

This testing method is similar to the one used to check 
transformer polarity, additive or substractive, using a 

6v battery and 5 ma. zero center DC meter. 

You could tell by the swing if the winding(S) where 

damaged, but the TTR testing set was used above 500kva and 

4.2 KV 

Andre 


>In telling the tale, he asked, "Of course, you know how to check a 
>transformer for shorted windings with a Simpson 260?" 

> Of course I didn't! 

> "Ahh," says he, "Its easy! Hang the meter across one set of windings; 
>unhook all the others. Put it on "Ohms" and flip the switch from + to -. 
>You should see a good, big ‘'kick' each time you flip it; if you don't, 
>you've got a bad winding. It'll often find even one shorted turn--they 
>really damp the field!" 

Andre Guibert 

aguibert@sympatico.ca 


From: "Ed Tanton" <n4xy@att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: HRO 60 Alignment 
Date: Tue, 1 Jun 1999 15:55:25 -0400 
Message-ID: <0Q00e01beac68$b0a14d90$01010101@n4xy> 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


My understanding about alignment (of coil sets) is that they had a special 
jig(s) for them. I guess now we know why. 


72 / 73 Ed NA4XY email: <n4xy@arrl.net> 


End of BOATANCHORS Digest 2567 
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